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Signaling LDP Label Advertisement Completion 


Abstract 


There are situations following Label Distribution Protocol (LDP) 
session establishment where it would be useful for an LDP speaker to 
know when its peer has advertised all of its labels. The LDP 
specification provides no mechanism for an LDP speaker to notify a 
peer when it has completed its initial label advertisements to that 
peer. This document specifies means for an LDP speaker to signal 
completion of its initial label advertisements following session 
establishment. 


Status of This Memo 
This is an Internet Standards Track document. 


This document is a product of the Internet Engineering Task Force 


(IETF). It represents the consensus of the IETF community. It has 
received public review and has been approved for publication by the 
Internet Engineering Steering Group (IESG). Further information on 


Internet Standards is available in Section 2 of RFC 5741. 
Information about the current status of this document, any errata, 


and how to provide feedback on it may be obtained at 
http://www.rfc-editor.org/info/rfc5919. 
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(http://trustee.ietf.org/license-info) in effect on the date of 
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include Simplified BSD License text as described in Section 4.e of 
the Trust Legal Provisions and are provided without warranty as 
described in the Simplified BSD License. 
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Contributions published or made publicly available before November 
10, 2008. The person(s) controlling the copyright in some of this 
material may not have granted the IETF Trust the right to allow 
modifications of such material outside the IETF Standards Process. 
Without obtaining an adequate license from the person(s) controlling 
the copyright in such materials, this document may not be modified 
outside the IETF Standards Process, and derivative works of it may 
not be created outside the IETF Standards Process, except to format 
it for publication as an RFC or to translate it into languages other 
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Table of Contents 


ist ANE POUUGE LON: 4 a debate ee Rt oe tO Ad Sh lads, r Md sla eh! Soa da 3 
1.1. Applicability - Label Advertisement Mode ................... 3 
2 SPCCPEUCACLON- LANGUAGES. nc se Gee e Wiese vee ollae o Gi clus wy er eli N a E Sue ee Gale wy entails 3 
3. Unrecognized Notification Capability .............. cece ee ee eee 4 
4. Signaling Completion of Label Advertisement ..................... 4 
4.1. Missing Expected End-of-LIB Notifications .................. 5 
Dis USAGES - Güidéliñes oe Segcei alee: Mae Se eE eget ook ge dele ete eie E aig E S 6 
Sidhe LDPALGP: SYNC. diyete ghee SUS eS ee WR StS al 4 eel Sg Eh wees A eae S 6 
be 2. LDP. Graceful RESALE: sess sues tele p Reis ea ee eos ee Se ogee Se eee pi 
S30 Wildcard. Laber Request 0.5 6b 208 Sale ere ta era a ele ew OO oS aS 7 
6. Security- CONSTOSTAETOMS: ewes he n a See arenes sce gh eee Se erate oe ES 8 
PS. MANA CONS POSTAL LONG sti accords 4 Sutera ence a a a a ee Besar a a Bete ane ewe & D sees 8 
8.8, CKO Wel CAGMES THE Sn prora af Ea ane nh ahpiste Moe ante E argh foe ah a a E be ohtar tel eral gov aan an 8 
Gis “REFEGEN CSS 4a ssapey dis gve seid aNs e NR E eek oh ad eer er ae E adorns Stet, whe, dyer E AN ees 8 
9.1. Normative References Kocsa- e- svete lee ohare ele test oh we ego eae, ai tees we Fe lel kw eee, wrens 8 
92... Informative References ssas oi code: gS 08S © Byles AMER SE SMe Gekec got 0S @ Sle Ooms 9 


Asati, et al. Standards Track [Page 2] 


RFC 5919 Signaling LDP Label Advertisement Completion August 2010 


1. Introduction 


There are situations following LDP session establishment where it 
would be useful for an LDP speaker to know when its peer has 
advertised all of the labels from its Label Information Base (LIB). 
For example, when an LDP speaker is using LDP-IGP synchronization 
procedures [RFC5443], it would be useful for the speaker to know when 
its peer has completed advertisement of its IP label bindings. 
Similarly, after an LDP session is re-established when LDP Graceful 
Restart [RFC3478] is in effect, it would be helpful for each peer to 
signal the other after it has advertised all its label bindings. 


The LDP specification [RFC5036] provides no mechanism for an LDP 
speaker to notify a peer when it has completed its initial label 
advertisements to that peer. 


This document specifies use of a Notification message with the End- 
of-LIB Status Code for an LDP speaker to signal completion of its 
label advertisements following session establishment. 


RFC 5036 implicitly assumes that new Status Codes will be defined 
over the course of time. However, it does not explicitly define the 
behavior of an LDP speaker that does not understand the Status Code 
in a Notification message. To avoid backward compatibility issues, 
this document specifies use of the LDP capability mechanism [RFC5561] 
at session establishment time for informing a peer that an LDP 
speaker is capable of handling a Notification message that carries an 
unrecognized Status Code. 


1.1. Applicability - Label Advertisement Mode 


The mechanisms specified in this document are deemed useful to LDP 
peering using the ’Downstream Unsolicited’ label advertisement mode 
[RFC5036]. They are not deemed useful to any LDP peering using the 
‘Downstream on Demand’ label advertisement mode since the LDP speaker 
would request particular label binding(s) from the peer anyway and 
know when it has received them. 


2. Specification Language 
The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", “SHALL NOT", 


"SHOULD", “SHOULD NOT", "RECOMMENDED", "MAY", and "OPTIONAL" in this 
document are to be interpreted as described in [RFC2119]. 
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3. Unrecognized Notification Capability 


An LDP speaker MAY include a Capability Parameter [RFC5561] in the 
Initialization message to inform a peer that it ignores Notification 
Messages that carry a Status Type-Length-Value (TLV) with a non-fatal 
Status Code unknown to it. 


The Capability Parameter for the Unrecognized Notification capability 
is a TLV with the following format: 


0 1 2 3 
Oo 273° 49565 7 8900 12 3. AS 6s F890 0 DP 2 32-4) 5267 8 908-1 
Fatt tata tata tartan tanta tanta tata ttt tata ata tatatatatatatatatat 
|U|F| Unrecognized Noti (0x0603) | Length 
Fatt tata ta tata tartar t arta tata ttt ata tata t ata tatatatatatatatat 
|S| Reserved | 
+-+-+-+-+—-+-+—-+-+ 

Figure 1: Unrecognized Notification Capability Format 
Where: 


U- and F-bits: MUST be 1 and 0, respectively, as per Section 3 of 
LDP Capabilities [RFC5561]. 


Unrecognized Notif: 0x0603 
S-bit: MUST be 1 (indicates that capability is being advertised). 


Upon receiving a Notification with an unrecognized Status Code, an 
LDP speaker MAY generate a console or system log message for trouble 
shooting purposes. 


4. Signaling Completion of Label Advertisement 


An LDP speaker that conforms to this specification SHOULD signal 
completion of its label advertisements to a peer by means of a 
Notification message, if its peer has advertised the Unrecognized 
Notification capability during session establishment. The LDP 
speaker SHOULD send the Notification message (per Forwarding 
Equivalence Class (FEC) Type) to a peer even if the LDP speaker has 
zero Label bindings to advertise to that peer. 


Such a Notification message MUST carry: 


- A status TLV (with TLV E- and F-bits set to zero) that carries 
an End-of-LIB Status Code (0x0000002F). 
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- A FEC TLV with the Typed Wildcard FEC Element [RFC5918] that 
identifies the FEC type for which initial label advertisements 
have been completed. In terms of Section 3.5.1 of RFC 5036, 
this TLV is an "Optional Parameter" of the Notification message. 


An LDP speaker MUST NOT send a Notification that carries a Status TLV 
with the End-of-LIB Status Code to a peer unless the peer has 
advertised the Unrecognized Notification capability during session 
establishment. 


This applies to any LDP peers discovered via either basic discovery 
or extended discovery mechanisms (per Section 2.4 of [RFC5036]). 


4.1. Missing Expected End-of-LIB Notifications 


There is no guarantee that an LDP speaker will receive (or send) an 
End-of-LIB Notification from (or to) a peer even if the LDP speaker 
has signaled the Unrecognized Notification capability (Section 3). 


Although it is expected that an LDP speaker supporting the 
Unrecognized Notification capability would support sending and 
receiving an End-of-LIB Notification, it is not mandatory by 
definition. 


Please note that this is not a concern since the LDP speaker would 
simply ignore the received Notification with an End-of-LIB status 
code (or any status code) that is not recognized or supported, by 
definition. 


To deal with the possibility of missing End-of-LIB Notifications 
after the LDP session establishment, an LDP speaker MAY time out 
receipt of an expected End-of-LIB Notification. An LDP speaker 
SHOULD start a per-peer internal timer, called ’EOL Notification’ 
timer (the default value of 60 seconds is RECOMMENDED, though the 
value of this timer SHOULD be configurable) immediately following the 
LDP session establishment. 


This timer is reset by the subsequent label advertisement, and 
stopped by the End-of-LIB Notification message. Lacking any label 
advertisement from the peer, the timer would expire, causing the LDP 
speaker to behave as if it had received the End-of-LIB notification 
from the peer. 


If the End-of-LIB Notification message is received after the timer 
expires, then the message SHOULD be ignored. 
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Ia 


Dis 


Usage Guidelines 


The FECs known to an LDP speaker and the labels the speaker has bound 
to those FECs may change over the course of time. This makes it 
difficult to determine when an LDP speaker has advertised "all" of 
its label bindings for a given FEC type. Ultimately, this 
determination is a judgment call the LDP speaker makes. The 
following guidelines may be useful. 


An LDP speaker is assumed to "know" a set of FECS. Depending on a 
variety of criteria, such as: 


- the label distribution control mode in use (Independent or 
Ordered) ; 


- the set of FECs to which the speaker has bound local labels; 


- configuration settings that may constrain which label bindings 
the speaker may advertise to peers. 


The speaker can determine the set of bindings for a given FEC type 
that it is permitted to advertise to a given peer. 


LDP-IGP Sync, LDP Graceful Restart, and the response to a Wildcard 
Label Request [RFC5918] are situations that would benefit from End- 
of-LIB Notification. In these situations, after an LDP speaker 
completes its label binding advertisements to a peer, sending an End- 
of-LIB Notification to the peer makes their outcome deterministic. 
The following subsections further explain each of these situations 
one by one. 


1. LDP-IGP Sync 


The LDP-IGP Synchronization [RFC5443] specifies a mechanism by which 
directly connected LDP speakers may delay the use of the link 
(between them) for transit IP traffic forwarding until the labels 
required to support IP-over-MPLS traffic forwarding have been 
distributed and installed. 


Without an End-of-LIB Notification, the speaker must rely on some 
heuristic to determine when it has received all of its peer’s label 
bindings. The heuristic chosen could cause LDP to signal the IGP too 
soon (in which case, the likelihood that traffic will be dropped 
increases) or too late (in which case, traffic is kept on sub-optimal 
paths longer than necessary). 


Asati, et al. Standards Track [Page 6] 


RFC 5919 Signaling LDP Label Advertisement Completion August 2010 


Following session establishment, with a directly connected peer that 
has advertised the Unrecognized Notification capability, an LDP 
speaker using LDP-IGP Sync may send the peer an End-of-LIB 
Notification after it completes advertisement of its IP label 
bindings to the peer. Similarly, the LDP speaker may use the End-of- 
LIB Notification received from a directly connected peer to determine 
when the peer has completed advertisement of its label bindings for 
IP prefixes. After receiving the notification, the LDP speaker 
should consider LDP to be fully operational for the link and should 
signal the IGP to start advertising the link with normal cost. 


5.2. LDP Graceful Restart 


LDP Graceful Restart [RFC3478] helps to reduce the loss of MPLS 
traffic caused by the restart of a router’s LDP component. It 
defines procedures that allow routers capable of preserving MPLS 
forwarding state across the restart to continue forwarding MPLS 
traffic using forwarding state installed prior to the restart for a 
configured time period. 


The current behavior without End-of-LIB Notification is as follows: 
the restarting router and its peers consider the preserved forwarding 
state to be usable but stale until it is refreshed by receipt of new 
label advertisements following re-establishment of new LDP sessions 
or until the time period expires. When the time period expires, any 
remaining stale forwarding state is removed by the router. 


Receiving End-of-LIB Notification from a peer in an LDP Graceful 
Restart scenario enables an LDP speaker to stop using stale 
forwarding information learned from that peer and to recover the 
resources it requires without having to wait until the time period 
expiry. The time period expiry can still be used if the End-of-LIB 
Notification message is not received. 


5.3. Wildcard Label Request 


When an LDP speaker receives a Label Request message for a Typed 
Wildcard FEC (e.g., a particular FEC Element Type) from a peer, the 
LDP speaker determines the set of bindings (as per any local 
filtering policy) to advertise to the peer for the FEC type specified 
by the request. Assuming the peer had advertised the Unrecognized 
Notification capability at session initialization time, the speaker 
should send the peer an End-of-LIB Notification for the FEC type when 
it completes advertisement of the permitted bindings. 
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As in the previous applications, receipt of the Notification 
eliminates uncertainty as to when the peer has completed its 
advertisements of label bindings for the requested Wildcard FEC 
Element Type. 


6. Security Considerations 


No security considerations beyond those that apply to the base LDP 
specification [RFC5036] and that are further described in [RFC5920] 
apply to signaling the End-of-LIB condition as described in this 
document. 


7. IANA Considerations 


This document introduces a new LDP Status Code and a new LDP 
Capability. 


IANA has assigned the ’End-of-LIB’ status code (0x0000002F) from 
the Status Code Name Space. [RFC5036] partitions the Status Code 
Name Space into 3 regions: IETF Consensus region, First Come First 
Served region, and Private Use region. The code point 0x0000002F 
is from the IETF Consensus range. 


IANA has assigned the ’Unrecognized Notification’ capability 


(0x0603) from the TLV Type name space. [RFC5036] partitions the 
TLV Type name space into 3 regions: IETF Consensus region, Vendor 
Private Use region, and Experimental Use region. The code point 


0x0603 is from the IETF Consensus range. 
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